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WARRANTY
YEARS
5 IP65
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SL-CCT-120-12V

12V

25mm

LED Strip

120

Power at 2400K:9.6W/m, power at 6000K:9.6W/m

Colour Temperature

Colour Rendering Index(CRI) >80

2400K - 6000K
2400K:835          6000K:950
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3527
Sanan



Cut in the
centre of the
copper or
soldered points Peel off paper backing to

reveal 3m self adhesive

Clear Silicone
SMD LED 
PCB
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SL-CCT-120-12V LED Strip
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CV  Power supply
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CCT Controller

 max 5 meter

1.The voltage out from the power supply must be the same as the voltage requirement of the LED Strip
2.The power capacity of the power supply must be equal to or greater than the power requirement of the LED Strip
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Spectrum Test Report

Sample : Date : 

Specification : 3527 CCT- 2400K Sam. Status : 

Sample No. : Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : DAMIN

Assessor : damin

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 49273 (75%)

T : 130 msTest Mode : Accuracy Test

Sensitivity : High

Spectrum
1.0 = 1.620e+001mW/nm

380 480 580 680 780
Wavelength(nm)
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Spectrum CIE1931  EVERFINE   

x = 0.4790 y = 0.4008

CCT = 2408K

Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.4350 y = 0.3972 / u' = 0.2523 v' = 0.5184 (duv=-2.48e-03)

CCT=  2408K         Prcp WL:    Ld=586.8nm      Purity=65.8%

Peak WL:  Lp=612nm  FWHM:   =102.4nm  Ratio:R=23.6% G=73.2% B=3.2%

Render Index: Ra = 83.9

R1 =84 R2 =96 R3 =91 R4 =80 R5 =85 R6 =94 R7 =80

R8 =60 R9 =14 R10=91 R11=80 R12=77 R13=88 R14=96 R15=77

 Photometric & Radiometric Parameters
Flux  = 835.12 lm   Eff. : 88.23 lm/W  Fe  = 2.3910 W

__________________________________________________________________________________

Electrical parameters
V = 12.00 V     I = 0.7888 A    P = 9.465 W PF = 1.000 F=0.00 Hz
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Spectrum Test Report

Sample : Date : 

Specification : 3527 CCT-6000K Sam. Status : 

Sample No. : Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : DAMIN

Assessor : damin

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 49489 (76%)

T : 130 msTest Mode : Accuracy Test

Sensitivity : High

Spectrum
1.0 = 2.816e+001mW/nm

380 480 580 680 780
Wavelength(nm)
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Spectrum CIE1931  EVERFINE   

x = 0.3179 y = 0.3266

CCT = 6239K

Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3179 y = 0.3266 / u' = 0.2024 v' = 0.4678 (duv=-6.91e-04)

CCT=  6239K         Prcp WL:    Ld=485.9nm      Purity=5.7%

Peak WL:  Lp=455nm  FWHM:   =24.1nm  Ratio:R=14.3% G=79.4% B=6.3%

Render Index: Ra = 85.1

R1 =85 R2 =94 R3 =94 R4 =81 R5 =84 R6 =87 R7 =86

R8 =70 R9 =17 R10=83 R11=81 R12=60 R13=89 R14=98 R15=81

 Photometric & Radiometric Parameters
Flux  = 950.76 lm   Eff. : 97.895 lm/W  Fe  = 3.026 W

__________________________________________________________________________________

Electrical parameters
V = 12.00 V     I = 0.8094 A    P = 9.712 W PF = 1.000 F=0.00 Hz
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